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15cm² Cone Specifications

Lightweight Track CPT rig

Pushing Power: 20Tons
Pulling Power: 30Tons
Weight: 6,000lbs

Measurments 
Height Mast up 11.5'(138")Mast down 7'(84")
Length 12' (144")
Width 6'(72")
Augers 15" for increased reaction weight

Capibilities
CPT Testing
S&P Waves
Discrete Soil Sampling NO Hammering Capabilities
Hydropunch water sampling NO Hammering Capabilities

Resolution 1.1 uV
Maximum Sensor Input 3.5V

Max Tip Force 20 Ton

Tip 
area 15cm²
range (kn) 225
range (lb) 50,000
range (mpa) 150
overload Capacity 150%
accuracy 0.2%

Sleeve
area 225cm²
range (kn) 45
range (lbs) 10,000
range (mpa) 2
Overload Capacity 150%
Accuracy 0.5%

Customer Name
Project Jobsite Name Operator AJ-IM Filename SDF(196).cpt
Job Number Jobsite Project Number Cone Number DDG1589 GPS
Hole Number CPT-01 Date and Time 1/25/2023 8:06:37 AM Maximum Depth 100.23 ft
EST GW Depth During Test 12.00 ft

Net Area Ratio .8

Cone Size 15cm² Soil Behavior Referance*Soil behavior type and SPT based on data from UBC-1983
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1 -   sensitive fine grained   

2 -      organic material      

3 -            clay            

4 -     silty clay to clay     

5 -  clayey silt to silty clay

6 -  sandy silt to clayey silt 

7 -  silty sand to sandy silt  

8 -     sand to silty sand     

9 -            sand            

10 -    gravelly sand to sand   

11 - very stiff fine grained (*)

12 -   sand to clayey sand (*)  
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